Traitement d’eau

Water Treatment

AguaRite® + SV

AguaRite® + SV

N°

bis

Description®

Cover and screen ABS plastic cover ® Couvercle plastique ABS e ABS-Kunststoffgehéuse ® Cubierta de plastico ABS e Coperchio plastica ABS e ABS
kunststof deksel » Tampa em plastico ABS e [niacTikopas kpbilka ABC

Electronic box ® Boitier électronique e Elekironische Box e Caja electrinica » Scatola elettronica ® Elekironische doos e Caixa eletronica ¢
INEKTPOHHbII ALK

AQR-PLUS-SV16ST

AQR-PLUS-SV22ST

AQR-PLUS-SV33ST

AQR-PLUS-SV50ST

Cell o Cellule o Zelle ® Celula e Cellula ® Cel  Celula ® fueiika

169

229

339

509

Cell holder e Porte-cellule » Zellentrager  Soporte e Porta-cellula o Celhouder e Porta-celula e [lepxarens aueiku
63 mm RC16 -> RC33

63 mm RC50

Cell nuts ® Ecrou cellule o Zellen-Mutter o Tuerca de celula o Dado cellula @ Celmoer e Porca da celula ® [aiika sueiki
RCB16, RCB33 2014 & RCB50(2016)

Pipe adapter o Adaptateur o Adapter e Casquillo reduccion e Adattatore e Adapter o Adaptador e Anartep

63-50 mm

75-50 mm

Ref

CJTP-W

091001162000
091001222000
091001332000
091001502000

RC16
RC22
RC33
RC50(2016

RCS22
RCS50

RCTC33

RCSA63-50
RCSA75-50
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AgquaRite® + SV

N° Description® Ref Qty. Mo0Q?
6 Probe holder raccord ® ¢ Anschluss Sondentrager e * Raccordo porta-sonde ®
* Uniao porta-sondas e
%" x 5cm ACS1/2 80
BY-PASS probe holder for 1 probe ® * Bypass-Trager Sondentrager fiir 1 Sonde e
7 ‘ * Supporto bypass porta-sonda per 1 sonda e * Suporte bypass porta-sondas para1l  ACS1G 8
sonda ¢
Probe holder for 2 probes (V2" connection) * Sondentrager fiir 2 Sonden (Anschluss 12") ®
ara 2 * Porta-sonde per 2 sonde (raccordo %2") * Porfa-sondas para 2 sondas ~ ACS2 8
(ligacdo 12") e
BY-PASS probe holder for 2 probes e * Bypass-Trager Sondentréger fiir 2 Sonden o
S * Supporto bypass porta-sonde per 2 sonde ® * Suporte bypass porta-sondas ~ GLX-ACS2G 5
para 2 sondas ®

Probe holder for 2 probes (72" connection) + flow detector (%" connection)  Por
* Sondentréger fiir 2 Sonden (Anschluss ¥2") + Sondentrager fiir 2 Sonden (Anschluss %”)y U
L]

* Porta-sonde per 2 sonde éraccordo %2") + flussostato (raccordo %")  Son ACS3J 8
* Porta-sondas para 2 sondas (ligagdo '2") + detetor de caudal (ligacéo %”) ¢
8 Wire extension e * Kabelverlangerung ® * Prolunga cavo ® * Extensao de fio
1m-16,22 & 33 RCCBTT33-1M 10
1,5m - 16,22 & 33 RCCBTT33-15M 8
2,5m - 16,22 & 33 RCCBTT33-25M 8
5m- 16,22 & 33 RCCBTT33-5M 5
10m - 16,22 & 33 RCCBTT33-10M 5
1m-50 RCCBTT50 5
2'm wire for ground earthing+ ACS1 holder ® * Kabel 2 m fiir Erdung + Halter ACS1  Toma de,
9  Cavo 2 m per messa a terra + supporto ACS1 e * Fio de 2 m para ligagdo & terra +  KV02 1
suporte ACS1 o
1 Bar peristaltic pump e o Schlauchpumpe 1,5 I/h 1 bar e * Pompa peristaltica 1,5
10 57 bare e o i KBPER 1
1 Santoprene tube o © TPV-Schlauch o  Tubo in Santoprene © * Tubo Santoprene o KBPERSKTS 50
12 Roller holder e ¢ Rollenhalter o o Porta-rulli ® o Porta-roletes © KBPERSKPR 5
Umbrella injection raccord e o Einspritzanschluss ® ¢ Raccordo d'iniezione ® ¢ Unido de PU.
13 injegio GLX-PH-71016 5
Suction strainer e * Saugsieb ¢ * Filtro di aspirazione ® * Filtro de sucgdo e KBPERFP 5
Injection tube e * Einspritzrohr e * Tubo di iniezione o ¢ Tubo de injecéo ® GLX-PH-90004 15
14 Suction tube PVC Cristal ¢ ASpre ] * Ansaugrohr PVC Cristal ® * Tubo di aspirazione PVC Cristal ®
* Tubo de aspiracéo PVC Cristal ®
@4x6mm GLX-PH-90006 15
1,5m pH probe double joint with BNC connector ® ) I BNC e pH-Sonde Doppeldichtung 1,5 m mit
15 BNC-Steckverbinder e 1 * Sonda pH doppia ?uarnmone da 1,5 m con connettore BNC e RAOT 24
e Sonda pH junta dupla de 1,5 m com conetor BNC ¢
2,5m pH glass probe with BNC connector ©  pH-Sonde Glas 2,5 m mit BNC-Steckverbinder e
¢ Sonda pH vetro da 2,5 m con connettore BNC o * Sonda pH RAO1G 24
vidro de 2,5 m com conetor BNC e
BNC Gold redoX probe double joint 2,5m with BNC connector ® * ORP-Sonde Gold
Doppeldichtung 2,5 m mit BNC-Steckverbinder e * Sonda redox oro doppia guarnizione da 2,5 RA12X 24
m con connettore e ¢ Sonda Redox ouro junta dupla de 2,5 m com conetor BNCe
2,5m redoX probe gold glass with BNC connector ¢  ORP-Sonde Gold Glas 2,5 m mit BNC-
Steckverbinder o ; * Sonda redox oro vetro da 2,5 m con connettore BNC e RA12XG 24
* Sonda Redox ouro vidro de 2,5 m com conetor BNC e
Inox temperature probe without connector o ] * Temperatursonde Edelstahl ohne Steckverbinder o
16 ¢ * Sonda di temperatura inox senza connettore e o Sonda de temperatura  RA08 2015 8
inox sem conetor ®
17 Wifi module o * Wifi module o * Modulo Wifi e * Modulo Wifi e * Mogynb Wif RS4WI-OPTION-W 1
18  Ethernet module ® o Ethernet-modul * Modulo Ethernet ® o Ethernetmodule © RS4NET-OPTION-L 1
19 Buffere o Pufferlosung © * Soluzione tampone ® * Solucao tampao ¢
pH7 ACSPH7 48
pH10 ACSPH10 48
redoX 465 mV ACSRX 48
Neutral cleaning solution e ( * Neutrale Reinigungsldsung e ¢ Soluzione di pulizia neutra ®
* Solugéo de limpeza neutra ® ACSPHN 48
pH calibration buffer set e re) o Set -Pufferldsungen zur FH-KaIibrierung FSF;HZ
PpH10 und pH-neutral) o * Kit di soluzioni tampone per calibrazione pH (ph7, pH10 ACPPH 20
e pfti n)eutro) ] * Kit de solugdes tampao para calibragéo pH (pH7, pH10 e pH
neutro) e
20  Flow switch e o Stromungswachter ® * Flussostato o o Detetor de caudal ©
34" RLO3158 34
12" RL03240 5
Double thread adapter plug 3/4" ¢ o Adapter fiir Doppelgewindestecker 34" e .
/  Adattatore doppia spina filettata 3/4" e o Adaptador com rosca dupla plug 3/4" ¢ RLO3167 20
/ 0-Ring 3/4" * 0-Ring 3/4" * Anello circolare 3/4" e o Anel 03/4" o RLO3212 20
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(1) Description / / Bezeichnung / / Descrizione / / Descrigéo / 3 @)
(2) Minimum Order Quantity / r e 1de / Mindestbestellmenge / / Quantita minima d'ordine / 2 %
/ Quantidade Minima de Pedido / E/ﬂ)
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