@ HAYWARD

RS Il D

ROBUST AND HIGH-PERFORMANCE

- DI (Double Insulated) pump: insulated motor shaft,
no contact with water

- Suitable for large flow volumes (infinity or overflow)

- Lexan™ transparent lid with wingnut closing system,
no tools needed

- High resistance to heat

- Durable: fiber-glass reinforced resin components

- Union fittings provided

- Direct replacement of former RS Il models

YEARS OF WARRANTY

3

STANDARD

As defined by EN 17645.
Go to report pages to see
the complete detail by item.
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4 \ \. - \\ Motor specifications Class F, IP55, 50 Hz, 2 Poles
2 N Housing/impeller/strainer/lid PP+GF/Noryl® + GF/ABS/PC
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Flow rate (m3/h)
Type | DimA | Weight | 1/0 * P1Max (W) | Nominal powerof | AmpsatP1 = Quantity
HP mm K mm Flow rate (Maximum consumption the motor P2 (W Max (A er pallet ltem
g of the pump) perp
3/4 569 12.5 50 14.76 m*/h 740 560 3.3 12 RS3008EV1E2
3
SINGLE PHASE 1 569 13.4 50 17 m¥/h 870 695 3.8 12 RS3011EV1E2
RSIIDI 1.5 594 15.8 63 22.26 m¥/h 1110 910 48 12 RS3016EV1E2
2 594 15.8 63 24.84 md/h 1300 1065 5.7 12 RS3020EV1E2
2 600 18 63 25m’/h 1400 1205 5.72/3.30 12 RS3020EV3
THREE ';gﬁs[ﬁ 2.5 630 20.5 63 31 mé/h 1900 1655 8.20/4.70 12 RS3025EV3
3 630 20.5 63 38 m’/h 2700 2335 8.20/4.70 12 RS3030EV3

*Under 8 m water column pressure.
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