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As defined by EN 17645.
Go to report pages to see
the complete detail by item.

PACKED FULL OF PERFORMANCE
AND TECHNOLOGY
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- Smart Inverter + Permanent Magnet Motor:
electricity saving up to 85%

- Extremely quiet

- Lexan™ transparent lid with wingnut closing
system, no tools needed

- Union fittings provided

The intuitive control module displays rele-
vant information such as real-time energy
consumption. Improved control box, with the
addition of five daily programs.

"Skimming" function that allows the surface
to be automatically skimmed every 1,2 or 3
hours. Timer Mode.
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VS PUMP CONFIGURATOR

Technical Specifications

As we know, it is not always easy to Max. water temp. 35°C
define the right pump for your pool,
we have developed a tool to do this

. AISI 304, compatible with salt treatment
Mechanical seal

step easier. In a few clicks you will (salt chlorinator)
find which is the best Hayward® Motor-drive specifications Class F, IP55, 50 & 60 Hz, Brushless VFD
variable speed pump and the savings
you can achieve. Housing/impeller/strainer/lid PP+GF/Noryl® + GF/ABS/PC
Prefilter size 2.95L
* 1.5 HP Curve * 2HP Curve
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Flow rate (m3/h)

Flow rate (m3/h)
Speed | TYPe  DimA [Weight Fitting Flow rate* | P1 Max (W) tion | Nominal power of | Amps at P1 | Quantity Item
P HP | (mm) | (Kg) | @ (mm) ofthepump) | themotor P2 (W) |  Max (A) | per pallet
600 - 3000 @10 m:16.7 m¥/h
RPM@orpm) 5 230 15 63 ‘agm-19.7mh 1400 1100 59 10 RS3016VSTD
RSIIVSTD N
600 - 3000 @10 m: 23 m?/|
RPM (201pm) 2 250 16 63 @8 m- 25 m¥h 1575 1400 7.8 10 RS3020VSTD

* At 3000 Rom




